
 

 

 

PRODUCT SPECIFICATION SHEET 

WATER FOR INJECTION GRADE 

STERILE WATER  
Meets USP Monograph 

 

Main Catalog #:  232ASWFIUSP-Size Code* 

 

Available in the following sizes: 

* Refer to Master Price List – Individual package sizes have unique size codes 

 

 

TEST SPECIFICATION 
TYPICAL 

RESULTS 

Appearance Clear Liquid Pass 

Water Conductivity  <5.0 µS/cm at 25C 0.5 µS/cm 

Endotoxin <0.25 EU/mL <0.005 EU/mL 

Oxidizable Substances Conforms Pass 

Particulate Matter < 3 particles per mL that are >25µM in size 1 particles/mL 

Particulate Matter < 25 particles per mL that are >10µM in size 0.1 particles/mL 

pH 5.0 – 7.0 5.6 

Sterility No Growth No Growth 

Total Organic Carbon
1
 < 500 ppb 35 ppb 

Form: WFI, Sterile, USP, Rev 1.0, 10/17, EF 

 

 
1
 Meets stated value at the time of manufacture. 

Not intended for direct human or veterinary parenteral administration or where prohibited by law.   

 

 

 

 

 

 

 

 

 

 
This product is for further commercial manufacturing, laboratory or research use, and may be used as an excipient or a process 

solvent for pharmaceutical purposes. It is not intended for use as an active ingredient in drug manufacturing nor as a medical 

device or disinfectant. Appropriate/legal use of this product is the responsibility of the user. 
 

 


